HYOSUNG TNS INC. Mmx5800 USA LEVEL |
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HYOSUNG TNS INC. Mmx5800 USA LEVEL |

DIM:inch[mm]
B\ Installation Frame
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1. Bottom of ATM Il. Anchor Point Il Anchor Detail
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1.8 [455] 13.7 [349.0] 4-0.8" [920.0] Tighten Only
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 Type-either resin anchor or shield anchor bolts
¢ Size-5/8 in.(M16)
L B - e Minimum Length-5.9 in.(150mm)
o - - - —¢ « Strength-high tensile(minimum ISO property class 8.8)
=Rl
T d %g%g 0 FRONT PN : 5728008203 WaSherS .
B ’ [T T - o Type-flat,steel(as per DIN7349 or equivalent)
” 149 379.0] « Size-5/8 in.(M16)
149 B79.0] « Outer diameter-no greater than 1.58 in.(40mm)
e Minimum thickness-0.2in.(6mm)
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B\ Power Requirements B\ Remark
a N R

1.The power for the site
« 100~240Vac(+10%), Max 10A at 50/60(+3)Hz, Single-phase

ll.Power Consumption
oldle (Min) : 73W
 Transaction (Max) : 311W

. Thermal Output
«ldle (Min) : 249 BTU/hr
« Transaction (Max) : 1061 BTU/hr

The power use depends on the number and
type of devices present in the recycler/dispenser and
the type of transaction the recycler/dispenser is performing VRN )
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