
HYOSUNG TNS INC. HYOSUNG 7T_LEVEL I

Exterior 
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Weight : 1,576.3Ibs (715.0Kg) 

Service Area 

I. General View
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II. Side Elevation
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II.ISO View 

POWER CORD LENGTH 
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Access For Device 
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Device 
Height 

(from base of ATM) 

Encrypting PIN Pad 26.3inch 
[667.4mm] 

Receipt Printer 41.6inch 
[1056.8mm] 

Card Reader 37.6inch 
[954.5mm] 

Cash/Check Insert Module 
30.5inch 

[774.6mm] 

Cash Dispenser 
29.7inch 

[753.5mm] 

Earphone Jack 29.7inch 
[753.5mm] 

NFC 27.0inch 
[686.7mm] 

Screen Top 41.8inch 
[1061.9mm] 

Screen Bottom 33.6inch 
[852.9mm] 

DIM:inch[mm] 

Depth Distance Clock Face 
from No.5 Key Position 

(from front of ATM) <3D Distance> (Relatve to No.5Key) 

4.3inch 
0 0 [108.2mm] 

4.3inch 19.9inch 
1 

[109.0mm] [505.0mm] 

3.0inch 17.0inch 
2 [75.0mm] [432.3mm] 

4.4inch 13.2inch 
2 

[111.0mm] [334.5mm] 

4.7inch 3.5inch 
12 [119.8mm] [88.3mm] 

4.5inch 7.4inch 
2 

[113.3mm] [188.6mm] 

2.8inch 6.2inch 3 
[70.5mm] [156.9mm] 

10.3inch 16.7inch 
12 [262.1mm] [423.7mm] 

5.8inch 7.5inch 
12 

[146.2mm] [189.9mm] 

II. Minimum Installation II. Recommended Installation
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HYOSUNG TNS INC. HYOSUNG 7T_LEVEL I

lnstalatlon F1ame 

I. Bottom of ATM
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II. Anchor Point
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Ill. Anchor Detail 
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Bolts 
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Tighten Only 
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• Type-either resin anchor or shield anchor bolts

• Size-5/8 in.(M16)

• Minimum Length-5.9 in.(150mm)

• Strength-high tensile(minimum ISO property class 8.8)

Wasliers 

• Type-flat,steel(as per DIN7349 or equivalent)

• Size-5/8 in.(M16)

• Outer diameter-no greater than 1.58 in.(40mm)

• Minimum thickness-0.2in.(6mm)
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